	CAD1345   Reach Counter Balance Stacker
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  Newly designed available within our range with
     capacity 2860lb with lift heights from 71 inch up
      to 177 inch
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	Configured to provide the optimum chassis/battery/mast combination according to the Ergonomic requirements of the application
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	With ZF driving wheel from Germany, makes it more powerful.
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	The fork can be up/down forward/backward and tilt
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	Drive motor: ZF from Germany; Controller: Curtis; Hydraulic motor: Germa
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Specification
	Item
	 
	CAD1345

	Capacity / rated load
	Lb(Q)
	2860

	Load Center distance
	Inch(C)
	24

	Load distance, centre of drive axle to fork
	Inch(X)
	16.46

	Wheel base
	Inch(y)
	53.35

	Gross  Weight
	Lb
	5412

	Axle loading laden  front/rear
	Lb
	3894/4378

	Axle loading unladen  front/rear
	Lb
	4004/1408

	Tyre size           front
	Inch
	Ф9.06 x2.76

	Tyre size           rear
	Inch
	Ф8.27x3.35

	Additional wheels (dimensions)
	Inch
	5.91 x2.13

	Wheels, number front/rear (x=drive wheels) 
	
	1x+2/2

	Track width (front)          
	Inch(b10)
	21.26

	Track width (rear)          
	Inch(b11)
	39.09

	Mast/fork carriage tilt forward/backward
	a/b °
	2/4

	Lowered mast height
	Inch(h1)
	81.69

	Free lift
	Inch(h2)
	58.66

	Lift height
	Inch(h3)
	175.6

	Extended mast height
	Inch(h4)
	213.8

	Height of tiller in drive position min./max.
	Inch(h14)
	38.74/53.74

	Lowered height
	Inch(h13)
	1.57

	Overall length
	Inch(L1)
	92.91

	Length to front face of fork
	Inch(L2)
	47.64

	Overall Width
	Inch(b1)
	43.46

	   Fork dimensions
	Inch(s/e/l)
	1.4/4.0/45

	Overall fork width
	Inch(b5)
	7.87-28.3

	Distance between arms/loading surfaces
	Inch(b4)
	30.87

	Reach distance
	Inch(l4)
	22.83

	Floor clearance, center of wheelbase
	Inch(m2)
	2.32

	Aisle width for 40 x 47 pallet crossways
	Inch(Ast)
	95.91

	Aisle width for 31 x 47 pallet crossways
	Inch(Ast)
	97.56

	Turning radius
	Inch(Wa)
	63

	Length across wheel arms
	Inch(l7)
	46.26

	Travel speed    laden/unladen
	Km/h
	6.0/7.0

	Lift speed    laden/unladen
	Mm/s
	110/165

	Lowering speed   laden/unladen
	Mm/s
	300/220

	Max. gradient performance, laden/unladen
	%
	5/8

	Drive motor rating s2 60min
	Kw
	1.5

	Lift motor rating at s3 15%
	Kw
	3.0

	Battery voltage, nominal capacity
	V/Ah
	24/400

	Type of drive control
	
	MOSFET control 

	Sound level, at driver’s ears acc.to EN 12053
	dB(A)
	67


