	CBD1.5 Electric Pallet Truck
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          Electric CURTIS controller.
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High quality hydraulic pump assure very low noise, 
            maximum efficiency and durability.
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Smooth travel and lift combine with excellent
            controls to reduce product damage and increase
            productivity. 
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A heavy-duty 24-volt fused electrical system
            provides good travel and lift speeds.
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Drive unit is equipped with an electromagnetic
            brake that is spring applied and electrically release.
            Brake is activated by the control handle position. 
            Ergonomic designed control handle with buttons for 
            raising, lowering and horning.  
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High quality hydraulic pump assure very low noise, 
            maximum efficiency and durability. 
[image: image8.png]



Lift limit switch operates at maximum lift height
            to shut off pump motor.
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Built-in charger.
Specification
	Item/Type
	
	CBD-1.5

	Capacity 
	lb
	3300

	Load Center
	Inch
	23.6

	Lifting Height
	Inch
	7.7

	Min. Fork Height
	Inch
	3.0

	Fork Dimensions
	s/e/l Inch
	1.85 / 6.3 / 48

	Overall Fork Width 
	Inch
	25.5

	Overall Truck Width
	Inch
	27.5

	Overall Length
	Inch
	65.35

	Tiller height in Neutrality Position
	Inch
	48.62

	Brake
	
	Electromagnetic

	Speed Controlling
	
	Electronic-control

	Transmission
	
	Gears

	Walking Speed 
	Km/h
	Without load 5.2 km/h, with load 5.0 km/h

	Lifting Speed 
	 Cm/sec
	Without load 3.5 cm/sec, with full load 2.7 cm/sec

	Lowering Speed 
	Cm/sec
	Without load 2.7 cm/sec, with full load 4.2 cm/sec

	Motor
	KW
	0.8

	Traveling Motor
	KW
	0.7

	Battery
	V/Ah
	24/60

	Gradient (with load/without load)
	
	5/8%

	Net Weight
	lb
	595
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