	CBD2.2 POWER PALLET TRUCK


[image: image1.jpg]



	[image: image2.png]



	With DANFOSS driving wheels
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	With DANFOSS controller
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	Heavy duty design with new technology

	[image: image5.png]



	Powerful Drive motor in 3-phase AC technology
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	Starting performance (starts steadily)
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	Climb performance (very easy to climb at 8%
slope)
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	Save energy (when decelerate, drive on slope or applies the brake, it can recover energy)
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	Province electricity (105-115% energy saved than DC type)
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	Economic at service cost (free maintenance for the motor and electronic controls)
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    Easy to operate and reliable at work
Specification
	Item
	 
	CBD 2.2

	Capacity / rated load
	Lb(Q)
	5000

	Load Center distance
	Inch(C)
	24

	Load distance
	Inch(X)
	37.90

	Wheel base
	Inch(y)
	53.86

	Weight (including battery)
	Lb
	1126.4

	Axle loadings laden  drive end / load end
	Lb
	2380.4/3586

	Axle loadings unladen  drive end / load end
	Lb
	877.8/248.6

	Tyres (rubber, Vulkollan, pneumatic, PU)
	
	Polyurethane

	Tyre size            drive end
	Inch
	Ф9.06 x2.95

	Tyre size            load end
	Inch
	Ф3.31 x2.76/3.31 x3.66

	Castor wheels (dimensions)
	Inch
	3.94 x1.57

	Wheels, number(x=drive wheel) drive / load
	
	1x-2/4 or 1x-2/2

	Track width (front)           drive end
	Inch(b10)
	21.26

	Track width (rear)            load end
	Inch(b11)
	14.69/20.67

	Lift height
	Inch(h3)
	4.72

	Tiller height in neutrality position
	Inch(h14)
	52.09

	Fork height lowered
	Inch(h13)
	3.35

	Overall length
	Inch(l1)
	71.46/74.21

	Length to front face of fork
	Inch(l2)
	26.18

	Overall Width
	Inch(b1)
	28.58

	   Fork length
	Inch
	45/48

	Overall fork width
	Inch(b5)
	21/27

	Floor clearance, center of wheelbase
	Inch(m2)
	0.98

	Working aisle with 31x 47 pallet lengthwise
	Inch(Ast)
	82.87/84.41

	Turning radius
	Inch(Wa)
	64.57/67.32

	Travel speed    laden/unladen
	Km/h
	5.8/6.0

	Lifting speed    laden/unladen
	Mm/s
	19/35

	Lowering speed   laden/unladen
	Mm/s
	30/27

	Gradeability         laden/unladen
	%
	9/15

	Brakes
	Drive
	Electric-magnetic

	Drive motor
	Kw
	1.5(AC)

	Lifting motor
	Kw
	0.8

	Battery voltage, norminal capacity K5  1)
	V/Ah
	24/210

	Battery weight +/-5%
	Lb
	407

	Battery dimensions l/w/h 1)
	Inch
	26.65/7.72/22.44

	Type of drive control
	
	DANFOSS control AC

	Turning angle
	Deg
	180



