	CDDIII60 Electric Straddle Stacker
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Economic and reliable 
[image: image3.png]



With CURTIS controller 
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     With imported pump station
       Adjustable straddle leg
       Straddle ID: 38”-50” 
 

Specification
	Item
	 
	CDD60

	Load Capacity / rated load
	lb
	2640

	Load centre 
	inch
	24

	Wheelbase  
	 inch
	50

	Tyres:solid rubber,superelastic,pneumatic,polyurethane
	
	polyurethane

	Additional wheels(dimensions)
	inch
	6 X 2.1

	Wheels, number front/rear(x=driven wheels)
	
	1x+2/2

	Track width, front   b10
	inch
	26

	Track width, rear    b11
	inch
	43.40 / 54.88

	Lowered mast height    h1
	inch
	83

	Free lift  h2
	inch
	60

	Lift height   h3
	inch
	60

	Extended mast height  h4
	inch
	83

	Height of tiller in drive position min./max.    h14
	inch 
	35 / 55.9

	Lowered height  h13
	 inch
	1.97

	Overall length     l1
	inch
	66

	Length to face of forks   l2
	inch
	26.77

	Overall width  b1
	inch
	35

	Fork dimensions   s/e/l             Adjustable Straddle ID
	inch
	1.38 / 4 / 45         38”-50”

	Width over forks    b5
	inch
	7.9 / 28.4

	Ground clearance, centre of wheelbase                   m2
	inch
	1.0

	Aisle width for pallets 1000X1200 crossways           Ast
	inch
	89

	Aisle width for pallets 800X1200 lengthways           Ast
	inch
	85.5

	Turning radius                                                          Wa
	inch
	60

	Travel speed,laden/unladen
	  km/h
	4.9 / 5.1

	Lift speed, laden/unladen
	mm/s
	100/170

	Lowering speed,laden/unladen
	mm/s
	120/135

	Max.gradient performance,laden/unladen
	%
	6 / 12

	Battery voltage,nominal capacity
	V/Ah
	24V / 120AH


