	CDDIII 181 POWER  STRADDLE STACKER
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	 Smooth travel and lift combine with excellent
 controls to reduce product damage and increase
 productivity.
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	 Lift limit switch operates at maximum lift height to shut off pump motor.
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	A heavy-duty 24-volt fused electrical system provides good travel and lift speeds.
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	Reduce fatigue with pedal.
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	High quality Germany HYDRAPP hydraulic pump assure very low noise, maximum efficiency and durability.
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	Drive unit is equipped with an electromagnetic brake that is spring applied and electrically release. Brake is activated by the control handle position. Ergonomic designed control handle with buttons for raising, lowering and horning.
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	Automatic reduction of speed when driving with the fork at a height more than 12 inches.
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	With Germany ZF driving wheel, more powerful to make it work continuously for a much longer time.
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	With CURTIS electronic control from Europe.
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	Straddle leg design suitable for 2 faces or low 
pallet.
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	Excellent stability in operation.
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	Adjustable fork, min. fork height is only 2 inches.


Specification
	Item
	 
	CDD 181

	Capacity / rated load
	Lb(Q)
	3300

	Load Center distance
	Inch(C)
	24

	Load distance, centre of drive axle to fork
	Inch(X)
	30.12

	Wheel base
	Inch(y)
	55.90

	Service Weight
	Lb
	3278

	Axle loading laden  front/rear
	Lb
	3124/3454

	Axle loading unladen  front/rear
	Lb
	2134/1144

	Tyre size           front
	Inch
	Ф9.06 x2.95

	Tyre size           rear
	Inch
	Ф3.15x2.76

	Additional wheels (dimensions)
	Inch
	5.91 x2.13

	Wheels, number front/rear (x=driven wheels)
	
	1x+2/4

	Track width (front)          
	Inch(b10)
	26.78

	Track width (rear)          
	Inch(b11)
	43-55

	Lowered mast height
	Inch(h1)
	85.94

	Free lift
	Inch(h2)
	59.25

	Lift height
	Inch(h3)
	181

	Extended mast height
	Inch(h4)
	206.5

	Height of tiller in drive position min./max.
	Inch(h14)
	34.0/51

	Lowered height
	Inch(h13)
	1.97

	Overall length
	Inch(L1)
	83.19

	Length to front face of forks
	Inch(L2)
	36.02

	Overall Width
	Inch(b1)
	36.0

	   Fork dimensions
	Inch(s/e/l)
	1.4/4.0/45

	Overall fork width
	Inch(b5)
	7.87-28.3

	Floor clearance, center of wheelbase
	Inch(m2)
	0.98

	Aisle width for 40 x 47 pallet crossways
	Inch(Ast)
	92.68

	Aisle width for 31 x 47 pallet crossways
	Inch(Ast)
	91.18

	Turning radius
	Inch(Wa)
	67.32

	Travel speed    laden/unladen
	Km/h
	5.0/5.5

	Lifting speed    laden/unladen
	Mm/s
	106/170

	Lowering speed   laden/unladen
	Mm/s
	96/80

	Max. gradient performance, laden/unladen
	%
	6/10

	Drive motor rating s2 60min
	Kw
	1.5

	Lifting motor rating at s3 15%
	Kw
	3.0

	Battery voltage, nominal capacity
	V/Ah
	24/280

	Type of drive control
	
	MOSFET control

	Sound level, at driver’s ears acc.to EN 12053
	dB(A)
	68



