	CPD1.0T Electric Counter Balanced Forklift Truck
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Specification
	Item
	
	CPD-1.0T/ 126”

	Capacity(Q)
	LB
	2200

	Load Center(C)
	Inch
	15

	Lift Height
	Inch
	126

	Free Lift Height
	Inch
	63

	Fork Length
	Inch
	40

	Fork Side-Width 
	Inch
	Left/Right 3.94

	Type of Lifting
	
	Electric Hydraulic

	Speed of Lifting
	Inch/Min
	>196.85

	Speed of Lowering
	Inch/Min
	Adjustable 

	Tilt of Mast
	
	2°/5°

	Height of mast
	Inch
	81.89

	Height of Mast Max. Extended
	Inch
	144.88

	Height of Overhead Guard
	Inch
	74.80

	Height of Seat from Ground
	Inch
	33.46

	Length of fork rear to truck rear
	Inch
	49.61

	Width of Carriage
	Inch
	31.50

	Distance between Wheel bases(Adjustable)
	Inch
	33.86-37.01

	Distance between Wheels
	Inch
	25.98

	Height of Truck body from Ground
	Inch
	3.54

	Turning Radius
	Inch
	49.20

	Basic Right Angle Stacking Aisle Width

(Add load Length and clearance)
	Inch
	120

	Type of Steer
	
	Mechanical steering

	Type of Drive
	
	Electric driving wheel

	Drive speed (load/unload)
	km/h
	6.0/7.0

	Speed control
	
	Separately excited stepless

	Gradeability
	%
	8

	Driving brake
	
	Front wheel drum brake

	Parking brake
	
	Manual Mechanical

	Battery
	24V
	D-320

	Weight of Battery
	LB
	859.79

	Weight of Truck (Battery included)
	LB
	3417.13

	Driving motor
	KW
	Separately excited 2.0

	Lifting Motor
	KW
	Compound excitated 2.8

	Wheel Front/rear
	
	Solid rubber tyre

	Dimension of front wheel
	Inch
	Φ10.51*5.0*6.5

	Dimension of Drive wheel
	Inch
	Φ10.51*5.0*6.5
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