	CPD1.6T-1.8T  Electric Three-Wheel Forklift 






[image: image1.jpg]











                                 
[image: image2.png]


   Mature and reliable American DANAHER electric controller
         is installed of totally enclosed type, preventing the electric
         controlling and hydraulic component from pollution.
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  Maintenance-free AC motor, save on the time and cost for 
    servicing.
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  Side shift and fork are made by Cascade.
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  Equipped with Non-marking Tires.
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 Equipped with industrial Germany Hoppecke Battery 
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 The entire truck is of succinct and compact structure, bringing
            more convenience to the servicing. 
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 Commodious operating space, adjustable steering wheel and
           and seat offer the driver comfortable environment of work.

 Specification

	        Model
	
	CPD - 1.6T / 4.8m 
	CPD - 1.8T / 4.8m

	Rated Capacity
	lbs
	3500
	4000

	Load Center
	in
	24
	24

	Lift Height
	in
	189
	189

	Free Lift Height
	      in
	5.9
	5.9

	Extended Free Lift 
( With backrest )
	     in
	50
	50

	Extended Free Lift (Without backrest)
	     in
	62.2
	62.2

	Fork Size (L X W X T)
Sideshift (Cascade)
	     in
	42 x 4.8 x 1.6
	42 x 4.8 x 1.6

	Tilting Angle (F/B)
	   Deg
	3.5 / 5
	3.5 / 5

	Length (to fork face)
	   in
	75
	75

	Overall Width
	   in
	41.7
	41.7

	Mast Lowered Height
	   in
	85.60
	85.60

	Mast Extended Height (With backrest)
	   in
	226.0
	226.0

	Mast Extended Height (Without backrest)
	   in
	212.80
	212.80

	Overhead Safeguard Height
	   in
	                    77
	                   77

	Turning Radius (min)
	   in
	60.83
	60.83

	Overhang
	   in
	14
	14

	Tread (Front/Rear)
	  in
	35.5 / 6.9
	35.5 / 6.9

	Ground Clearance (Min)
	  in
	3.5
	3.5

	Wheelbase
	  in
	53.46
	53.46

	Working Aisle Width with Pallet 
(1000x1200 crossways)
	  in
	128.70
	128.70

	Working Aisle Width with Pallet 
(800x1200 lengthways)
	  in
	132.70
	132.70

	Travel Speed (laden/unladed)
	  Km/h
	14 / 14
	14 / 14

	Lift Speed (Laden/Unladed)
	 Mm/s
	290 / 445
	280 / 435

	Gradeability (Laden/Unladed)
	  %
	15 / 15
	15 / 15

	Service Weight 
(Include battery box)
	   lbs
	6800
	6922

	Tire (Front x 2 / Rear x 2)
	  inch
	18 x 7 - 8 / 15 x 4.5 - 8
	18 x 7 - 8 / 15 x 4.5 - 8

	Drive Motor x 2 (AC)
	  kw
	4.6x 2
	4.6 x 2

	Pump Motor 
	  Kw
	10
	10

	Battery   ( Hoppecke,German )
	 V/Ah
	48 / 500
	48 / 500

	Controller Type
	
	MOSFET
	MOSFET

	Controller Manufacturer
	
	DANAHER
	DANAHER

	Operating pressure for attachment
	  Mpa
	14.5
	14.5

	
	Note: With side-shift, load capacity subtract 200kg (440lbs)


 


